
Protect or Disconnect™ Circuitry...................... Yes
Line Voltage.............................120 VAC, 50/60 Hz
Initial Clamping Level........200V Peak, 141V RMS
Voltage Protection Rating (UL 1449 3rd Edition, 3,000A):........500V
Protection Modes............................L-N, L-G, N-G
Maximum Current Rating.................15A (1800 W)
EMI/RFI Noise Filtration...45 dB (100 kHz - 1 MHz)
Response Time..............................<1 nanosecond
Single Pulse Energy Dissipation.........1125 Joules
Peak Impulse Current...............................52,000 A
Catastrophic Surge Circuit...............................Yes
Thermal Fusing.................................................Yes

Fuseless/Auto-Resettable...........................Yes
Clamping Level........................................260V
Capacitance..............................30 pf (approx.)
Suppression Modes....Metallic & Longitudinal
Wires Protected.................2 wire, 1 pair (4, 5)
Connectors.......................................RJ-11/45

Bi-directional.................................................Yes
Shielded........................................................Yes
CATV Clamping Level....................................75V
Frequency Range..........................0MHz-2.2GHz
Insertion Loss.......................................  <0.5dB
Connections.................. Female “F”, gold plated

SPECIFICATIONS
AC Specifications: Universal Cable/Satellite Protection: Telco Protection:

LAN Protection:
Clamping Level...................................60V ± 5V
Compatibility......................................10/100bT
Connectors.........................................RJ-11/45
Wires Protected........... 4 wires, 2 pair (1,2,3,6)

Current Sense Threshold:
On State, LO...............................................10W
On State, HI...............................................25W
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Surge Protection with Current Sense Control 

Shut off equipment 
when the system is
not in use, while 
leaving power on 
for equipment that 
needs to run 
continuously.

Dimensions          Weight     Qty.            UPC Dimensions          Weight     Qty.            UPC

13.25"  x  9.5”  x  2.5”      3 lbs.         1              050616008716 17.25"  x  8”  x  14”         19 lbs.          6          50050616008711 
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Vanquish Vampire Power!

WARRANTIES*
$100,000 Connected Equipment Limited Lifetime Warranty • Limited Lifetime Product Warranty

*Refer to actual warranty documentation for full details.
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